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The biggest folding arm awning in the UK |  

 Cuba
Casing: 	 • 	Full cassette

Fixing Points: 	 • 	Multiple, across width of awning

Brackets: 	 • 	Face fix

Fabric: 	 • 	World of Sattler collection (see pages 6-9)

Hardware: 	 • 	White RAL 9016 semi gloss

	 • 	Anthracite Grey RAL 7016 matt textured

	 • 	Any other RAL colour (option)

Operation: 	 • 	Motorised via integral Somfy IO motor (5m power cable) + 		
		  remote control (see pages 4-5)

Casing Dims: 	 • 	Face Fix - 225mm high x 150mm deep

Framework: 	 • 	Corrosion resistant, extruded aluminium 

Arms: 	 • 	Quadruple cable, twin spring tensioned (73mm high)

Pitch (Angle): 	 • 	5 - 38 degrees (10cm - 65cm per metre)

Fabric Width: 	 • 	170mm less than awning width

Wind Rating: 	 • 	Class 3 under EN13561 (Beaufort 6 - 31mph, strong breeze)

Sensors: 	 • 	Eolis 3D wirefree wind sensor io (see page 5)

	 • 	Soliris wired sun & wind sensor io (see page 5)

Special Brackets: 	 • 	Spreader plates (see page 11)

(1 year guarantee) 	 • 	Cantilever bracket (see page 11)

Extras: 	 • 	Valance (upto 30cm high, straight or loose wave)

	 • 	Full width fixing plate (concealed behind awning - to spread 			

		  fixing load horizontally)
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WIDTH (made to measure)

AVAILABLE 
SIZES

8.0m
4 arms | 7 bkts

9.0m
4 arms | 7 bkts

10.0m
4 arms | 7 bkts

11.0m
4 arms | 7 bkts

12.0m
6 arms | 7 bkts

13.0m
6 arms | 7 bkts

14.0m
6 arms | 7 bkts

1.5m       

2.0m       

2.5m       

3.0m 
min. width 7.48m      

3.5m  
min. width 8.48m    

min. width 12.44m 

3.75m  
min. width 8.93m     

Lighting2 Full width - mounted to underside awning cassette

Heater3 2 heaters 3 heaters 3 heaters 3 heaters 3 heaters 4 heaters 4 heatersO
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MOTORISED
Coupled Unit

2 	 Bermuda lighting track is mounted to the underside of the awning. LED strip is warm

	 white (3,500k, 330l/m) fitted with Somfy io dimmable remote receiver. 
3 	 Bahama 2kw infra-red heater is mounted on the wall beneath the awning (min 300mm 	

	 below). Fitted with Somfy io remote receiver. 

-	 Awning weight = c.15kg per metre width (retracting force - load - 370kg per arm)

-	 Arm and bracket positions can be viewed on pages 34-37

-	 Manufacture leadtime = 2 weeks (std hardware colour & brackets)

For product specification assistance please call 01787 882582 or email info@cbsolarshading.co.uk
Technical drawings can be downloaded from our website: www.cbsolarshading.co.uk/downloads-area

Our Cuba (coupled unit) awning is supplied as two equal width units 

which are joined together on site. There are two separate fabric 

covers (one to each unit) with an additional fabric mounted on a 

jockey roller within the cassette that sits under the two main covers 

to bridge the gap of 100mm (rain will penetrate) between both main 

covers, whilst providing an air vent to allow wind underneath to 

escape.

This product can be viewed on:


